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E-maill  : gedik@gedik com.tr

Number Numara V- 4689 )
Date / Tarih: 29.03.2021
Page Sayfa 1/1 ate / Tari
Purchaser Musteri OXY-ARC LTD IRELAND
Order Nr Siparis No 01/0XY/071-2021

Product Group Uriin Grubu

GTAW Wire - Stainless

Brand Name  Uriin Adi GEKA ELOX SG 316L, E316L-16, 5 KG PLASTIC BOX
Standard Standardi ASME SECTION IIC SFA/AWS A5.9 TS EN ISO 14343-A:10
Classification Isareti ER 316 L WZ19123L

Size Boyutu 2,40x1000 mm

Quantity Miktari 500 Kg

Serial Nr Seri No T 9571

Charge Nr Sarj No T 9571

Chemical Composition of Welding Wire (%)

Kaynak Telinin Kimyasal Analizi (%)

Charge Nr c Si Mn P S cr Ni Mo cu - - - -
Sarj No
AWS <0,03 0,3-0,65 1,0-25 <0,03 <0,03 18,0-20,0 11,0 - 14,0 2,0-3,0 <0,75 - - -
TS/EN/ISO <0,03 <0,65 1,0-25 <0,03 <0,02 18,0-20,0 11,0 - 14,0 25-3,0 <0,3 - - -
T 9571 0,018 0,340 1,770 0,021 0,010 18,870 | 11,210 | 2,080 0,080 - - - -
Mechanical Properties Kaynak Metalinin Mekanik Degerleri
Tensile Test Cekme Testi - EN ISO 6892-1 Impact Test Centik Darbe Testi -ENISO 148-1:10
Specimen preparation Test pargasi hazirlanmasi -EN ISO 5178:11 Specimen preparation Test pargasi hazirlanmasi - EN ISO 9016:11
Test R, R A Test KV KV
Temp. Yield Strength Tensile Strength | Elongation| Temp. Impact Strength Average |Hardness| Radiographic test
Testsic.| Akma Dayanimi | Cekme Dayanimi| Uzama | Testsic.| Darbe Enerjisi Ortalama | Sertlik | Radyografi testi
°C N / mm? N / mm? %L, = 5d, °C J J -
AWS 20 >490 >30 R - B
TS/EN/ISO 20 >320 >510 >25
20 min. 420 570 - 700 min. 35 20 - min. 63 - -

Comment / Agiklamalar

City / Sehir: Istanbul
~
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Riistem Saim KOCOGLU
K.Kontrol Miduri
Quiality Control Manager




